
The MGP-6850N grid pack antenna provides  broad bandwidth The MGP-6850N grid pack antenna provides  broad bandwidth 
across the full UHF frequency range 820 to 960MHz.across the full UHF frequency range 820 to 960MHz.

The highly directional narrow radiation pattern with minimal side 
lobes makes this grid pack a perfect choice for use as a point-to-
point broadcast studio to transmitter link. ACMA approved, I.D. ACMA approved, I.D. 
number 13459number 13459

Coaxial feeder cable, connectors and other installation accessories 
are all available separately.
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Specifi cationsSpecifi cations MGP-6850NMGP-6850N

ConstructionConstruction Aluminium

Frequency RangeFrequency Range UHF 820-960MHzUHF 820-960MHz

BandwidthBandwidth Full bandFull band

Return Loss, VSWRReturn Loss, VSWR Better than -15db, <1.5:1 across full bandBetter than -15db, <1.5:1 across full band

TuningTuning Factory

GainGain 22.2 dBi (mid band)22.2 dBi (mid band)

Maximum PowerMaximum Power 100 Watts

ImpedanceImpedance 50 Ohms

DC GroundingDC Grounding Yes

PolarisationPolarisation Mount HorizontalHorizontal or VerticalVertical as required

H PlaneH Plane 10°

E PlaneE Plane 12°

Front-to-Back RatioFront-to-Back Ratio 28 dB

Cross Polarisation DiscriminationCross Polarisation Discrimination >28 dB

ConnectorConnector N-female located in base of launcher (no cable)N-female located in base of launcher (no cable)

Dish DimensionsDish Dimensions 1.8 metres x 1.85 metres (assembled)1.8 metres x 1.85 metres (assembled)

WeightWeight 19Kg

Projected AreaProjected Area 0.944m²

Wind Load at 160kphWind Load at 160kph 114.3Kg, 1.12kN

Mounting AccessoriesMounting Accessories U-bolts (75-115mm) (supplied)U-bolts (75-115mm) (supplied)

WarrantyWarranty 2 Years2 Years
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Sample patterns at 848 MHz


